Despite the variety of functional properties of molecular materials, which make them of interest for a number of technologies, their tendency to form inhomogeneous aggregates in thin films and to self-organize in polymorphs are considered drawbacks for practical applications. Here, we report on the use of polymorphic molecular fluorescent thin films as time temperature integrators, a class of devices that monitor the thermal history of a product. The device is fabricated by patterning the fluorescent model compound thieno(bis)imide-oligothiophene. The fluorescence colour of the pattern changes as a consequence of an irreversible phase variation driven by temperature, and reveals the temperature at which the pattern was exposed. The experimental results are quantitatively analysed in the range 20-2006C and interpreted considering a polymorph recrystallization in the thin film. Noteworthy, the reported method is of general validity and can be extended to every compound featuring irreversible temperature-dependent change of fluorescence.
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I
n recent years a number of organic and hybrids new materials combining different functionalities have been synthesized. This constant interest in multifunctional materials (MMs) is due to the large spectrum of fundamental properties that find application in many technological fields. For instance, limiting the application to solid-state, MMs have been exploited in: electronics, both as active 1 and passive 2, 3 elements, opto-electronics 4, 5 , non-linear optics 6 , photonics 7 , photovoltaics 8 , spintronics 9 , magnetism 10 , permanent/erasable 11, 12 memories and sensing 13 . In the last two decades, most of these applications have been oriented toward nanotechnology due to the possibility of combining the intrinsic properties of MMs related to their chemical structure, with the new properties arising from their assembly and spatial distribution at the micro-and nanoscale 14, 15 . Among various MMs, thiophene-based compounds [16] [17] [18] [19] play a key role in the materials scenario due to their chemical versatility, functional properties, extraordinary self-organizing properties at multiple length scales 20 and excellent processability 21, 22 . Despite the variety of available functional properties, to date, efforts in MMs design have been mainly addressed toward the optimization of the charge transport and light emitting properties, in view of their use in thin film organic devices such as organic field effect transistors (OFETs) [23] [24] [25] , organic light emitting diodes (OLEDs) 26 and organic light emitting transistors (OLETs) 4, 5 . However, many MMs exhibit polymorphism and/or a dependence of photophysical properties from the temperature; such features were considered detrimental for established applications such as OFETs, OLEDs, OLETs, etc., therefore a lot of these materials were considered, until now, of limited value and with no application potential.
In our work we demonstrate that based on this broadly occurring effect, and using proper processing (viz. controlling the partial pressure of the solvent) and patterning procedures, an important application can be targeted, which opens new perspectives for practical applications of a large variety of MMs.
In particular we report on the morphological/photophysical correlation with the temperature exposure of the MMs thin deposit that can be exploited to fabricate a real time-temperature integrator (TTI) device, i.e. a device capable to record the thermal history of the system.
The development of TTIs is of high interest for the traceability of perishable products, whose temperature must be maintained throughout a shipping or life cycle (e.g. food, pharms, drugs, but also some electronic devices). The most reliable TTIs are based on electronic sensors such as Radio Frequency IDentification (RFID) tags, whose cost and complexity limit their large-scale penetration in the market. Indeed, our device is printable and can be manufactured as a label at extremely low cost. Further approaches to TTIs are based on irreversible colour changes exploiting: i) diffusion of a dye across a device 27 , ii) enzymatic hydrolysis of a lipid substrate 28 ; iii) patterned discotic liquid crystals 29 ; iv) solid-state polymerization; v) dewetting of polymeric thin films 30 . These devices are very efficient for a single threshold temperature measurement; however, their complexity and fabrication hurdles dramatically increase when it is required to monitor a spectrum of temperatures. Indeed, in this case it becomes necessary to introduce different materials/components, each one sensitive to a specific critical temperature, in an independent device.
Here, taking advantage of the temperature-dependent fluorescence of the model compound thieno(bis)imide end-functionalized terthiophene 1 4,5 , (Fig. 1a) , we introduce a new simple approach to fabricate TTIs based on the use of polymorphic crystalline aggregates controlling the spatial distribution of polymorphs. We demonstrate that a logic pattern (i.e. a pattern able to store information as a miniaturized data matrix code) of compound 1 functions as a TTI in wide temperature range. We choose compound 1 as model compound because it is currently subject of intense research in our group and we gained deep knowledge of its fundamental properties. In particular, 1 is highly processable in solution and it exhibits an ideal behaviour for TTI applications with a continuous variation of the fluorescence upon thermal treatment (other materials may show a phase transition at a defined threshold temperature) that allowed us to advantageously exploit the polymorphism. However, our approach is general and can be used for many other systems, including other polythiophene, polymers and hybrid systems.
Results
Thin films. Thin films of 1, whose synthesis is described elsewhere 31 , were grown by drop casting. Despite its short size, when deposited on a surface, 1 exhibits an extraordinary tendency to form crystals, whose size and shape depend on the experimental procedure and the solvent employed.
In order to compare the effects of the shrinking rate, which plays a key role on the thin film properties, we used chloroform and toluene that have comparable solvent properties but very different vapour tensions (Chloroform 21300 Pa at 20uC; Toluene 2900 Pa at 20uC). Thin deposits were investigated by means of polarized optical microscopy (POM), atomic force microscopy (AFM), fluorescence microscopy (FM), X-ray diffraction (XRD) and laser scanning confocal microscopy (LSCM). When deposited from toluene in air, 1 shows two types of crystal morphologies, viz. fiber-like (fiber) and platelet-like (platelet) crystals (Fig. 1b) . Fibers appear as long crystallites (.1 mm) randomly distributed on the surface. Their width ranges from 10 mm to 100 mm resulting in an aspect ratio (length/width) between 155 and . 1510. Differently, platelets show the typical regular shape of crystals with well-defined angles, with size between 1 mm and . 500 mm and with an aspect ratio ranging between 152 and 155. Usually, platelets are about 75% (estimated value) of the total. No continuous film was observed in between the crystals by AFM or LSCM analysis.
Both platelets and fibers exhibit birefringence under POM (Fig. 1b) . In particular, the platelets show the typical behaviour of optically anisotropic materials with extinction at precise orientations (i.e. when the long axis of the crystal is oriented 45u with respect to the polarisers). The occurrence of light extinction at the same orientations in each crystal suggests that they are either single crystals or formed by domains oriented in the same direction. The fibers exhibit a strong birefringence, but they appear multicoloured and do not extinguish at any directions (only a slight decrease of the intensity was occasionally observed), indicating their polycrystalline nature. Noticeably, a strong fluorescence was observed from both fibersyellow colour-and platelets -green colour (Fig. 1c) .
When 1 is deposited from chloroform solution in a vapour-saturated environment, which in our experimental conditions shrank more than 2 times faster than toluene in air, we still observed a significant quantity of platelets (,60%, estimated value) but with a mean size reduced to few micrometres. If the same solution is deposited in air, where the shrinking rate is further increased (about 10 time faster than toluene in our experimental conditions), the percentage of fibers increases to more than 95% of the total (Fig. 1f) .
This behaviour suggests that fibers are kinetically favoured, while platelets are the most thermodynamically stable phase. In order to confirm this hypothesis we performed an experiment changing the shrinking rate during the deposition. 50 ml of chloroform solution were deposited in a saturated atmosphere on a silicon substrate, and then the saturated atmosphere was removed during the shrinking (i.e. when the solid film started to form, figure 2a) . Therefore, part of the film was obtained under slow shrinking rate, while another part was formed at higher shrinking rate. As clearly emerges from the florescence image shown in figure 2b, we observed a change of fluorescence colour when the saturated atmosphere is removed. Furthermore, the thermodynamic stability of platelets is confirmed by recrystallization via melting and quenching processes that transform fibers into platelets (see supplementary information).
To gain an insight on the morphology-dependent fluorescence of the thin deposits of 1, X-Ray diffraction (XRD) and Laser Scanning Confocal Microscopy (LSCM) were performed on samples containing a majority (.90%) of fibers or a majority (.90%) of platelets.
Low-angle XRD analysis revealed two different diffraction profiles with the main peak at an angle corresponding to interplanar distances of 2.2 nm (green curve, Fig. 3a ) and 2.1 nm (red curve, Fig. 3a) for films of 1 containing a majority of platelets or fibers, respectively. As a confirmation, in a film showing both types of crystals both sequences of reflexes can be found (blue curve, Fig. 3a) . Figure 4a shows an LSCM image of platelets and fibres of 1 and the corresponding confocal PL spectra (Fig. 4b) recorded in the regions marked by circles in figure 4a . PL spectra confirm the FM image showing an emission centred at 542 nm for the platelets and at 585 nm for fibril-like crystals. Time-resolved fluorescence lifetime imaging measured in the range 500-540 nm and 565-605 nm ranges confirmed that the self-assembled fluorophore experienced two locally different environments. In fact analysing the fluorescence decay at 585 nm with a bi-exponential function the fibres have a dominating lifetime of 1.0 6 0.2 ns, while for the green crystals a triexponentail fit is required; the lifetime of 0.45 6 0.1 ns prevails and the 1.0 ns lifetime contributes to a less extent (Fig. 4c,d ). Time temperature integrator. Cast films were very stable and no effects of aging were observed even after keeping the sample in ambient conditions for few months. Accordingly, the Differential Scanning Calorimetry (DSC) (see supplementary information) thermogram does not show peaks before 200uC (at 200uC 1 exhibits a phase transition corresponding to the crystal R liquid crystal).
While the thin deposit of large crystals (prepared by drop casting from toluene solution) remained almost unaltered up to 200uC, the polycrystalline films (prepared by drop casting in air from chloroform solution) exhibited an irreversible structural change accompanied by changes in the photoluminescent properties. The confocal PL spectra (Fig. 5a) shift from yellow to green upon thermal treatment. This is clearly evidenced by the confocal images in figure 5b reporting a ratio view of the green and orange PL intensity in polycrystalline thin film. The ratio (I 520 /I 585 ) increases from 0.5 ca. in the film at room temperature up to 2.0 in the films exposed at 190uC. This tendency is confirmed by the evolution of fluorescence lifetime, which shows that the lifetime of 1.3 6 0.2 ns dominates at room temperature, while the lifetime of 0.45 6 0.1 ns becomes progressively the dominant one for samples exposed at higher temperatures. Likely, this behaviour is due to the transition of microcrystals from the phase of fibers to the more stable phase corresponding to platelets.
These results prompted us to develop a TTI able to integrate monolithically, viz. in a single material, the capability to monitor and record different temperatures.
In order to have a reference colour and to perform a quantitative reading of the device, the TTI was fabricated by patterning a data matrix made of micrometric structures of 1 on silicon substrates. This configuration allowed us to combine the TTI functionality with the information storage capability. In particular we fabricated a logic pattern containing information in a binary code formed by micrometer-size pixels detectable by a conventional optical microscope. The targeted pattern had a regular distribution of holes with 18 3 18 mm 2 lateral size and 1 mm depth (pixels) on a substrate of SiO 2 (Fig. 6b) .
Thin deposits were obtained by drop casting a solution of 1 on the patterned substrate (20 ml/cm 2 ). As the solvent shrank and its volume became comparable with the volume of the pixels, due to the higher surface tension the solution remained preferentially pinned in correspondence of the pixels. When the solution reached the supersaturation it precipitated into the pixels, forming a perfectly regular pattern (see cartoon in fig. 6a and fig. 7 ). Using a solution with a concentration 2 g/L , C , 4 g/L all pixels were completely filled by 1. Using a lower concentration the material was inhomogeneously distributed inside the pixel and accumulated at the pixel corners (see also the image of ToC). Figure 7 shows an image of the pattern employed in our experiments. Patterned samples have the same characteristics of the thin deposit prepared by drop casting from chloroform solution in air, i.e. they are formed by polycrystals and appear yellow upon FM (Fig. 7a) . Heating the sample we observed a progressive change of the fluorescence images from yellow to green in the temperature range 20-200uC . Figure 7a -f shows the colour evolution with the temperature measured by FM. Noticeably, if the pattern is heated at the indicated temperature for more than 30 s, this change becomes irreversible.
A commercial CCD recorded fluorescence images during the thermal treatment using two filters for fluorescence. Figure 8 show the number of counts (NCs) of the red, green and blue component recorded by the CCD as a function of the temperature at which the device was exposed for 30 s. Note that the optical filters used allow the transmission of all visible components but cuts a slight portion of the blue (Fig. 8a) and the red component (Fig. 8b) ; each image was recorded fixing the intensity of illumination and the time of acquisition of the CCD (see detail in the method section).
Discussion
The quantitative analysis of the fluorescence images (Fig. 8) clearly shows that for each temperature the colour recorded by the CCD is formed by a unique and defined combination of Red, Green and Blue (RGB) components and that the red component undergoes the most pronounced variation with temperature. Figure 8b shows the NCs RGB components recorded by the CCD using an optical filter, which allows the transmission of the red component only. As clearly shown by the graph we observed a linear decrease of the red component with the temperature. Therefore, the temperature at which the device was exposed can be analytically derived from the NCs of the red fluorescence image according to the linear fit NC 5 2767 -13.4 T with an error of about 6 2 C. Noticeably, heating the sample at different temperatures (we tested our devices upon many tens of cycles), patterned films are stable and record the highest temperature of which it was exposed for more than 30 s. Eventually, in order to demonstrate the effective reversibility/irreversibility of the system, we verified the effect of cooling down to 270 K, which is the relevant range of temperatures for many applications in food and pharm industries. We verified that the samples always preserve the properties originated by the highest exposure temperature, provided that the exposure lasts more than 30 s. In summary, we presented a new application of fluorescent oligothiophene thin films where the exposure to a specific temperature tailors the fluorescence emission. In particular we advantageously exploited two phenomena that are usually drawbacks for technological applications, such as polymorphism and recrystallization. These properties allow us to fabricate patterns with time temperature integration functionalities in an impressive range of temperatures (i.e. from room temperature to 200uC) by using a single active material.
We demonstrated the feasibility of the approach by a simple fabrication method, using 1 as a model compound, however, this approach is general and can be extended to all functional materials, whose fluorescence, or colour, or other photophysical properties, change irreversibly with temperature.
The easy processing and the use of a single material, combined with the possibility of interrogating the device by a simple optical technique, make our approach extremely appealing for the development of a new generation of low-cost TTIs working in a wide range of temperatures.
Methods
Thin deposits. Thin deposits of 1 were prepared by drop casting of 20 ml/cm 2 of a 1 g/ L solution in toluene or chloroform on Si/SiO 2 wafers. The solvent was slowly evaporated at room temperature in a solvent-saturated atmosphere or in air. The substrates consist of a 10 3 10 mm 2 piece of silicon covered by 200 nm of thermal oxides or pre-paterned Si/SiO 2 substrates fabricated by photolithography. It was cleaned by: sonication for 2 min. in electronic-grade water (milli-pure quality), 2 min. in acetone then 2 min. in 2-propanol.
Optical microscopy. Optical micrographs were recorded with a Nikon i-80 microscope equipped with epi-illuminator and cross polars (POM). All the images presented were recorded using objective: LU Plan ELWD 20X/0.40 objective.
Fluorescence microscopy. Fluorescence images were recorded with a Nikon i-80 microscope equipped with epi-fluorescence (FM) using FM filter Nikon Ex 420, DM 435, BA 475 and Ex 535, DM 570, BA 590. The FM images were recorded using a commercial CCD camera (Nikon Nikon CCD DS-2 Mv). The illumination was performed by a 100 W halogen lamp at fixed power (i.e. tension 12 V) and with fixed time of acquisition of the CCD (500 ms). Images colour composition were analysed by software Graphic Converter X.
Thermal annealing. The thermal annealing were performed under the optical microscope using a heating stage Linkham TMHS600 connected to a TP94 controller, with a control of 0.1uC using the setup described in ref. 32 .
X-ray diffraction analysis was carried out by means of a PANalytical X'Pert diffractometer equipped with a copper anode (l mean 5 0.15418 nm) and a fast X'Celerator detector.
Step 0.05u (2theta scale), counting time 400 sec.
Laser Scanning Confocal Fluorescence imaging was performed on an inverted Nikon A1 laser scanning confocal microscope equipped with a 405 nm pulsed/ CW diode laser (Picoquant, Germany) and a 488 nm CW Argon ion laser (Melles Griot). Confocal fluorescence imaging was carried out on the samples at RT. The 521 3 512 or 1024 3 1024 pixel images were collected using a Nikon PLAN APO VC 60 oil immersion objective with NA 1.40. With this imaging configuration, pixel side dimension ranged from 100 to 250 nm. Hexagonal pinhole dimension was set to 0.8 au corresponding to 25 mm and optical thickness of 330 nm. A dichroic mirror reflecting 405, 488, 541 and 640 was used. Fluorescence was collected in several spectral windows. In front of the photomultiplier we used bandpass filters centered at 525 nm (50), 595 (50) and 700 nm (75). Spectral imaging has been performed using the Nikon A1 spectral detector consisting of a multi-anode photomultiplier with an array of 32 anodes. A wavelength range of 6 or 10 nm per anode has been applied. For fluorescence lifetime imaging a timecorrelated single photon counting (TCSPC) system of Picoquant GmbH Berlin was used exciting at 405 nm. Photons were detected in TTTR mode with a Single Photon Avalanche Diode (SPAD) manufactured by Micro Photon Devices (MPD), Bolzano, Italy. Fluorescence was filtered with the opportune fluorescence SEMROCK bandpass filters 585/40 nm, and 520/40 nm. PicoHarp 300 photon processor completes the TCSPC system. SymPhoTime v. 5.1 analysis software was used for image processing and lifetime fitting. A tail fit with multi-exponential functions was performed to analyze fluorescence decays of selected ROI. The system allowed measurement of fluorescence lifetimes from 300 ps up to several nanoseconds.
Atomic force microscopy. AFM images were recorded with a commercial AFM (MultiMode 8, Bruker) operating in tapping or peak-force mode in ambient condition. Image analysis was done using the open source SPM software Gwyddionwww.gwyddion.net.
